AnexaCT 1

GRAD
DE
Cr DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
1. lipsa detector garze, 2. fara jaluzele de
ventilatie, nici la nivelul solului, nici sus, 3.
lipsa iesirii de securitate, in partea opusa
a1 CLADIRE CENTRALA TERMICA PREFABRICATE I=50m; I1=12m; H=5,40 1988 30 a usii de intrare
a1 COS DE FUM H=12m @=650 mm 2002
1 COS DE FUM H=12m $#=650 mm 2002
lipsa termometru, pierderi importante,
T1 CAZAN PAG 25 95/75 1,2 Geal/h 60T/h ROTERM 327 2000 40 caramida refractara cazuta
lipsa termometru, caramida efractara
Crl CAZAN PAG 25 95/75 1,2 Geal/h 60T/h ROTERM C9-002 2005 40 cazuta
T1 CAZAN PAG 25 95/75 1,2 Geal/h 60T/h ROTERM 326 2000 40 lipsa termometru
T1 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 02/2003 AFA PROD CLUJ-NAPOCA 2003
T1 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 07/2003 AFA PROD CLUJ-NAPOCA 2005
Tl ARZATOR GAZE NATURALE ACG 1255-01 SERIE 08/2003 AFA PROD CLUJ-NAPOCA 2003
TABLOU ELECTRIC ACTIONARE 2 POMPE
Cri CIRCULATIE 15 kW, 0,4KV ELSACO 2007
POMPA CIRCULATIE MOTOR ELECTRIC
CT1 ACTIONARE 15KW/0,4KV/1500rot/min CRIS 150 Q 160, H 12 AVERSA 1988 50
POMPA CIRCULATIE MOTOR ELECTRIC
CT1 ACTIONARE defect NS 150 125, Q 180, H 20 AVERSA 1988 30 motor defect
TABLOU ELECTRIC STATIE DE TRATARE S| APA
1 ADAOS SCHMIDT 2007 a se verifica calitatea apei tratate
Q5 m/h. H 35 m, 0,55 kW/230V/3000
Ci1 POMPA APA ADAOS rot/min WILO
Q5 m*/h, H35m, 0,55 kW/230v/3000
1 POMPA APA ADAOS rot/min WILO
a1 REZERVOARE 20001 2BUC 2008
Tl RECIPIENT TRATARE APA 30 KG NOBEL 2001 a se verifica calitatea apei tratate
Lol § REZERVOR DE SARAMURA
POMPA APA DE ADAOS MOTOR ELECTRIC
CT1 ACTIONARE 2,2KW/0,4KV/3000rot/min Sadu50x 6,Q6, H40 AVERSA 2003 40 nefunctionala
INSTALATIE CONTORIZARE ENERGIE TERMICA index la 28.04.09 - 4470 MW
Cla SIEMENS TRADYCTOR LUXTEN PT500 IEC751 2005 -829277,9 mc index eronat, neverificat
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AnexaCT 1

GRAD
DE
CT DENUMIRE MILOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
| index la data de 23.10.08:
: CT1 CONTOR APA ACTARIS D 04X11063666 5 2005 8358,31 index la 28.04.09 - 9859 mc
AEM RO 84/1564/82, Tip T -
2CA43,3 x220/380V, 5A,
50 Hz, index la data de
23.10.08: 12948,1 kWh sau | index la 28.04.09 - A=35587 |uzat moral, posibil sa nu fie conform
Tl TABLOU ELECTRIC GENERAL DE DISTRIBUTIE 0,4KV 1988 28425,08? kW; R=23439 kWAR normelor
index la 28.04.09 Mecanic
@ 100 REGULATOR PMAX 1 BAR, P MIN 0,4 =3142288 mc;
CT1 RACORD ALIMENTARE GAZE NATURALE BAR Q 250 Nmc/h 0OTO GAZ 2003 index la 23.10.08: 718844 Electronic=1274050 mc
Pi = 2 bar Psec = 1 bar, 2 x fi 50, 1 contor
cT1 POST DE REGLARE MASURA GAZE NATURALE |dn 80, 07O GAZ 2003
POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
Cri ACTIONARE 4KW/0,4KV/3000rot/min AN 6550 Q 30 H 30 AVERSA 1988 40 nefunctionala
POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
Cr1 ACTIONARE 5KW/0,4KV/3000rot/min AN 6550Q30H 30 AVERSA 1988 40 nefunctionala
POMPA RECIRCULATIE MOTOR ELECTRIC
CT1 ACTIONARE 0.75KW/0,4KV/1500rot/min AN 5040,Q 12, H 18 AVERSA 1988 nefunctionala
POMPA COMBUSTIBIL-CLU MOTOR ELECTRIC
CT1 ACTIONARE 5,5KW/0,4KV/930rot/min 12 mH20 6,9m*/h ENERGO REPARATII 1991 nefunctionala
POMPA COMBUSTIBIL-CLU MOTOR ELECTRIC
CT1 ACTIONARE 5,5KW/0,4KV/930rot/min 12 mH20 6,9m*/h ENERGO REPARATII 1991 nefunctionala
CT1 BAZIN COMBUSTIBIL - CLU 20001 1000/1000/2000 1991 nefunctional
Tl VAS EXPANSIUNE nefunctional
CT1 INSTALATIE DEDURIZARE APA 14683 0,1KW/230V 1993 nefunctionala
Cl.1 VAS EXPANSIUNE 2007 nefunctional
Crl tur 1
CT1 retur 1
Lo tur 2 in aceeasi cladire, dar in spatiul geotermie fara masura de temperatura
Cr1 retur 2 iin aceeasi cladire, dar in spatiul geotermie fara masura de temperatura
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AnexaCT 2

GRAD
DE
CT DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
1. lipsa detector gaze, 2. fara jaluzele de
ventilatie, nici la nivelul solului, nici sus, 3.
lipsa iesirii de securitate, in partea opusa
12 CLADIRE CENTRALA TERMICA PREFABRICATE |=50m; I=12m; H=5,40 1938 30 a usii de intrare
CT2 COS DE FUM H=15m @=650 mm 2002
CT2 COS DE FUM H=15m @=650 mm 2002
CT2 CAZAN PAG 25 95/75 1,2 Geal/h 60T/h ROTERM 369 2001 30 lipsa termometru
23oct. 08, 3 sonde deconectate si
CT 2 CAZAN PAG 25 95/75 1,2 Geal/h 60T/h ROTERM 1398 2003 20 demontate; au fost reconectate e RADET
CT 2 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 06/2003 AFA PROD CLUJ-NAPOCA 2001 20
23 oct. 2008, deconectat; a fost
CT 2 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 10/2003 AFA PROD CLUJ-NAPOCA 2003 20 reconectat de RADET
TABLOU ELECTRIC ACTIONARE 2 POMPE
CT2 CIRCULATIE 15 kw, 0,4KV ELSACO 2007
POMPA CIRCULATIE MOTOR ELECTRIC
CT2 ACTIONARE 15KW/0,4KV/1500rot/min NC-150 20 m H20 160 m3/h AVERSA 2005 30 pierderi importante
POMPA CIRCULATIE MOTOR ELECTRIC pierderi importante, manometru
CT2 ACTIONARE 15KW/0,4KV/1500rot/min NC-150 20 m H20 160 m3/h AVERSA 2005 30 aspiratie defect
TABLOU ELECTRIC STATIE DE TRATARE SI APA
Cn2 ADAQS SCHMIDT 2008
Q5 m*/h, H35 m, 0,55 kW/230V/3000
CT2 POMPA APA ADAOS rot/min WILO
Q5 m¥/h, H 35 m, 0,55 kW/230V/3000
CcT2 POMPA APA ADAOS rot/min WILO
CT2 REZERVOARE 20001 2BUC 2008
CcT2 RECIPIENT TRATARE APA 30KG NOBEL 2001 a se verifica calitatea apei tratate
CT2 REZERVOR DE SARAMURA
INSTALATIE CONTORIZARE ENERGIE TERMICA index la 28.04.09 - 8090,5
CT2 SIEMENS TRADUCTOR LUXTEN PT500 IEC751 2005 MW - 988120 mc index eronat, neverificat
index la data de 23.10.08:
CT2 CONTOR APA ACTARIS D 04X11053909 4 2005 7474,83 index la 28.04.09 - 8282 mc
Contor AEM, Tip T - 2CA43,
3 x380/220V, 3 x5A, 50 Hz,
index la 23.10.08: 12982,2 index la 28.04.09 - uzat moral, posibil sa nu fie conform
cT2 TABLOU ELECTRIC GENERAL DE DISTRIBUTIE _|0,4KV /| 1988 kwh A=15700kW; R=9896 kWAR |normelor
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AnexaCT 2

GRAD
DE
CT DENUMIRE MULOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
index la 28.04.09 -
@ 100 REGULATOR PMAX 1 BAR, P MIN 0,4 Mecanic=546194 mc;
CT2 RACORD ALIMENTARE GAZE NATURALE BAR Q 250 250 Nmc/h OTO GAZ 2003 index la 23.10.08: 332975 Electronic =723720 mc
Pi =2 bar Psec = 1 bar, 2 x fi 50, 1 contor

CT2 POST DE REGLARE MASURA GAZE NATURALE |dn 80, OTO GAZ 2003

POMPA APA DE ADAOS MOTOR ELECTRIC
CT2 ACTIONARE 2,2KW/0,4KV/3000rot/min TIP SADU NC-50 x5 H40mH20 6m*/h AVERSA 40 nefunctionala

POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
CT2 ACTIONARE 3,5 KW,0,4KV/3000rot/min AN 80 65 m H20 30 m3/h AVERSA nefunctionala

POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
CT2 ACTIONARE 3,5 KW,0,4KV/3000rot/min AN 80 65 m H20 30 m3/h AVERSA nefunctionala

POMPA RECIRCULATIE MOTOR ELECTRIC
Cr2 ACTIONARE 0.75KW/0,4KV/1500rot/min AN 6550 m H20 12 m3/h AVERSA 1988 nefunctionala
Cr2 VAS EXPANSIUNE nefunctional
Cr2 BAZIN COMBUSTIBIL - CLU 2000 | 1000/1000/2000 1991
Cr2 tur 1 fara masura de temperatura
CT2 retur 1
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AnexaCT 3

GRAD
DE
T DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
1. lipsa detector gaze, 2. fara jaluzele de
ventilatie, nici la nivelul solului, nici sus, 3.
lipsa iesirii de securitate, in partea opusa
T3 CLADIRE CENTRALA TERMICA PREFABRICATE I=50m; I=12m; H=5,40 1988 30 a usii de intrare
3 COS DE FUM H=15m @=850 mm 2002
T3 COS DE FUM H=15m @=850 mm 2002
T3 CAZAN PAG 25 95/75 1,2 Geal/h 60T/h ROTERM32 . | 2000 40
g e lipsa termometru,pierderi importante la
T3 CAZAN PAG 25 95/75 1,2 Geal/h 60T/h 40 schimbator
lipsa, termometru, pierderi importante la
Cr3 CAZAN PAG 25 95/75 1,2 Geal/h 60T/h 40 schimbator
T3 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 02/2003 AFA PROD CLUJ-NAPOCA 2003
cT3 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 07/2003 AFA PROD CLUJ-NAPQOCA 2005
CT3 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 08/2003 AFA PROD CLUJ-NAPOCA 2003
TABLOU ELECTRIC ACTIONARE 2 POMPE
T3 CIRCULATIE 15 kW, 0,4KV ELSACO 2007
POMPA CIRCULATIE MOTOR ELECTRIC
T3 ACTIONARE 15KW/0,4KV/1500rot/min NS 150 125 Q 160, H 20 AVERSA 2003 30
POMPA CIRCULATIE MOTOR ELECTRIC
T3 ACTIONARE 15KW/0,4KV/1500rot/min CRIS 150 H 12 mH20 D=180 mc/h AVERSA 2003 60 in curs de verficare: zgomot de rulment
TABLOU ELECTRIC STATIE DE TRATARE SI APA
CT3 ADAOS SCHMIDT 2007
Q5 m?*/h, H 35 m, 0,55 kW/230V/3000
T3 POMPA APA ADAOS rot/min WILO
Q5 m*/h, H 35 m, 0,55 kW/230V/3000
cT3 POMPA APA ADAOS rot/min WILO
T3 REZERVOARE 20001 2BUC 2007
T3 RECIPIENT TRATARE APA 30 KG NOBEL 2001 a se verifica calitatea apei tratate
Cr.3 REZERVOR DE SARAMURA
INSTALATIE CONTORIZARE ENERGIE TERMICA index la 28.04.09 - 81129
CT3 SIEMENS TRADUCTOR LUXTEN PT500 IEC751 2005 MW - 650985,2 mc index eronat, neverificat
index la data de 23.10:
T3 CONTOR APA ACTARIS D 04)(!1353889 1 2005 3489,29 index la 28.04.09 - 4395 mc
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AnexaCT 3

GRAD
DE
Cli DENUMIRE MIILOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
RO 84/1564/82, index la
data de 23.10.08: 12948,1 |index la 28.04.09 - A=15770 |uzat moral, posibil sa nu fie conform
3 TABLOU ELECTRIC GENERAL DE DISTRIBUTIE 0,4KV 1988 kWh kW; R=1016,5 kWAR normelor
index la 28.04.09 -
@100 REGULATOR Pmax 1 bar Pmin 0,4 Mecanic=1972381,6;
CT3 RACORD ALIMENTARE GAZE NATURALE bar Q250 Nmc/h 0T0 GAZ 2005 index la 25.10.08: 535211 Electronic=966119
Pi =2 bar Psec = 1 bar, 2 x fi 50, 1 contor

T3 POST DE REGLARE MASURA GAZE NATURALE |dn 100, OTO GAZ 2003

POMPA APA DE ADAOS MOTOR ELECTRIC
13 ACTIONARE 2,2KW/0,4KV/3000rot/min TIP SADU NC-50-32 H40mH20 6m*/h AVERSA 2003 50 nefunctionala

POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
C13 ACTIONARE 2 KW/0,4KV/3000rot/min NS-50 Q8,H20 AVERSA 1988 40 nefunctionla

POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
CT3 ACTIONARE 3,5KW/0,4KV/3000rot/min ANQ18,H 28 AVERSA 1988 60 nefunctionla

|POMPA COMBUSTIBIL-CLU MOTOR ELECTRIC

Ci3 ACTIONARE 5,5KW/0,4KV/930rot/min 12 mH20 6,9m3/h ENERGO REPARATII 1991 nefunctionala

POMPA COMBUSTIBIL-CLU MOTOR ELECTRIC
T3 ACTIONARE 5,5KW/0,4KV/930rot/min 12 mH20 6,9m3/h ENERGO REPARATII 1991 nefunctionala
13 BAZIN COMBUSTIBIL - CLU 2000 | 1000/1000/2000 1991 nefunctional
C13 tur 1 fara masura de temperatura
CT3 retur 1 fara masura de temperatura
C13 tur 2 in aceeasi cladire, dar in spatiul geotermie fara masura de temperatura
c13 retur 2 in aceeasi cladire, dar in spatiul geotermie fara masura de temperatura

Nota: Exista diferente intre referintele

cazanelor notate pe Placutele de Identificare si
C13 inregistrarile din Caietele Cazanelor
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AnexaCT 4

GRAD
DE
T DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
1. lipsa detector gaze, 2. fara jaluzele de
ventilatie, nici la nivelul solului, nici sus, 3.
lipsa iesirii de securitate, in partea opusa
CT4 CLADIRE CENTRALA TERMICA |PREFABRICATE 1=50m; 1=12m; H=5,40 1988 30 a usii de intrare
CT4 COS DE FUM |H=15rn #=650 mm 2002
CT4 COS DE FUM |H=15m @=650 mm 2002
lipsa termometru, proble cu evacuarea
gazelor arse, pierderi importante,
CTa CAZAN PAG 25 95/75°C 1,2 Geal/h 60T/h ROTERM 1397 2003 30 INDISPONIBIL
CTa CAZAN PAG 25 95/75°C 1,2 Geal/h 60T/h ROTERM 367 2001 30 lipsa termometru
CT4 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 11/2003 AFA PROD CLUJ-NAPOCA 2003
CT4 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 03/2003 AFA PROD CLUJ-NAPOCA 2005
TABLOU ELECTRIC ACTIONARE 2 POMPE
CT4 CIRCULATIE 15 kw, 0,4KV ELSACO 2007
POMPA CIRCULATIE MOTOR ELECTRIC fara manometru aspiratie, pierderi
CT4 ACTIONARE 15KW/0,4KV/1500rot/min NS 150 125 D=160 mc/h, H 20 mH20 AVERSA 2005 30 importante
POMPA CIRCULATIE MOTOR ELECTRIC a se verifica daca functioneaza, are
CT4 ACTIONARE 15KW/0,4KV/1500rot/min NS 150 125 D=160 mc/h, H 20 mH20 AVERSA 2005 30 pierderi importante
CT4 |POMPA CIRCULATIE, fara motor AN 150 125 D=180 mc/h, H 12 mH20 nefunctionala
TABLOU ELECTRIC STATIE DE TRATARE SI APA
CT4 ADAOS SCHMIDT 2008
Q5 m?/h, H35m, 0,55 kW/230V/3000
CT4 POMPA APA ADAOS rot/min WILO
Q5 m?/h, H35m, 0,55 kW/230V/3000
CT4 POMPA APA ADAOS rot/min WILO
CT4 REZERVOARE 20001 2BUC 2008
CT4 RECIPIENT TRATARE APA 30KG NOBEL 2001 a se verifica calitatea apei tratate
CT4 REZERVOR DE SARAMURA
INSTALATIE CONTORIZARE ENERGIE TERMICA index |a 28.04.09 - 32,267
CTa SIEMENS TRADUCTOR LUXTEN PTS00 IEC751 2005 MW - 8956,36 mc index eronat, neverificat
index la data de 23.10.08: pierderi pe colectorul de apa, dupa
CT4 CONTOR APA ACTARIS iD 04X14053894 7 2005 3422207 index la 28.04.09 - 40042 mc|contor
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Anexa CT 4

GRAD
DE
T DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
ENERLUX T CDM, 3 x
230/400 V, SA, 50 Hz, index
la 23.10.08: 4785.9 kWh, | index la 28.04.09 - A=4796 |uzat moral, posibil sa nu fie conform
CT4 TABLOU ELECTRIC GENERAL DE DISTRIBUTIE 0,4KV 1988 2559,235 kVAR kW; R=8093 kWAR normelor
index la 28.04.09 -
@ 65 REGULATOR Pmax 1 bar Pmin 0,4 bar index la data 23.10.08: Mecanic=1763766 mc;
CT4 RACORD ALIMENTARE GAZE NATURALE Q 250 Nmc/h OT0 GAZ 2003 00456757 Electronic =793116 mc
Pi = 2 bar Psec = 1 bar, 2 x fi 50, 1 contor

CT4 POST DE REGLARE MASURA GAZE NATURALE |dn 100, OTO GAZ 2003
CT4 VAS EXPANSIUNE nefunctional

POMPA APA DE ADAOS MOTOR ELECTRIC
CT4 ACTIONARE 2,2KW/0,4KV/3000rot/min TIP NS-50-32 H 20 mH20 9 m*/h AVERSA 2005 30 nefunctionala

POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
CT4 ACTIONARE SKW/0,4KV/3000rot/min AN 6550Q 30, H 30 AVERSA 1988 30 nefunctionala

POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
CT4 ACTIONARE 5KW/0,4KV/3000rot/min AN 6550Q 30, H 30 AVERSA 1988 30 nefunctionala

POMPA COMBUSTIBIL-CLU MOTOR ELECTRIC
CT4 ACTIONARE 5,5KW/0,4KV/930rot/min 12 mH20 6,9m*/h ENERGO REPARATII 1991 nefunctionala

POMPA COMBUSTIBIL-CLU MOTOR ELECTRIC
CT4 ACTIONARE 5,5KW/0,4KV/930rot/min 12 mH20 6,9m*/h ENERGO REPARATII 1991 nefunctionala
C14 BAZIN COMBUSTIBIL - CLU 20001 1000/1000/2000 1991 nefunctional
CTa INSTALATIE DEDURIZARE APA 14683 0,1KW/230V 2001 nefunctionala
CT4 tur 1
CcT4 retur 1 fara masura de temperatura
CT4 tur 2 in aceeasi cladire, dar in spatiul geotermie fara masura de temperatura
CT4 retur 2 in aceeasi cladire, dar in spatiul geotermie fara masura de temperatura
CT4 pierderi pe colectorul de apa, dupa contor
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AnexaCT5

GRAD
DE
T DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
1. lipsa detector gaze, 2. fara jaluzele de
ventilatie, nici la nivelul solului, nici sus, 3.
lipsa iesirii de securitate, in partea opusa
CTs CLADIRE CENTRALA TERMICA PREFABRICATE 1=50m; I=12m; H=5,40 30 a usii de intrare
CTS COS DE FUM H=15m @=650 mm
CT5 COS DE FUM H=15m P=650 mm
CT5 CAZAN PAG 25 95/75°C 1,2 Geal/h 60T/h ROTERM 1395 35 lipsa termometru
23 oct. 08: 3 sonde deconectate si
demontate, elementi (schimbatoare)
schimbati (depuneri de calcar) in 2008;
(o] CAZAN PAG 25 95/75°C 1,2 Geal/h 60T/h ROTERM 325 20 acestea au fost conectate de RADET
CcTs ARZATOR GAZE NATURALE ACG 1255-01 SERIE 01/2003 AFA PROD CLUJ-NAPOCA 2003 20
23 oct. 08: deconectat; reconectat de
CT5 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 09/2003 AFA PROD CLUJ-NAPOCA 2003 20 catre RADET
TABLOU ELECTRIC ACTIONARE 2 POMPE
c1s CIRCULATIE 15 kw, 0,4KV ELSACO 2007
POMPA CIRCULATIE MOTOR ELECTRIC
CcTs ACTIONARE 15KW/0,4KV/1500rot/min NC 150-125Q 180,H20 m AVERSA 2005 40 fara manometru aspiratie
POMPA CIRCULATIE MOTOR ELECTRIC
o -] ACTIONARE 15KW/0,4KV/1500rot/min NC 150-125Q 180,H 20 m AVERSA 2005 40 nefunctionala, lipseste cuplarea
POMPA CIRCULATIE MOTOR ELECTRIC
CTS ACTIONARE 15KW/0,4KV/1500rot/min AN 150 - 125, Q 160, H 15 AVERSA fara manometru aspiratie
TABLOU ELECTRIC STATIE DE TRATARE SI APA
CT5 ADAOS SCHMIDT 2008
Q5 m?/h, H 35 m, 0,55 kW/230V/3000
15 POMPA APA ADAQS rot/min WILO
Q5 m?/h, H 35 m, 0,55 kW/230V/3000
C15s POMPA APA ADAQOS rot/min WILO
15 REZERVOARE 20001 2BUC 2008
CT5 RECIPIENT TRATARE APA 30 KG NOBEL 2001 a se verifica calitatea apei tratate
15 REZERVOR DE SARAMURA
POMPA APA DE ADAOS MOTOR ELECTRIC
CTS ACTIONARE 2,2KW/0,4KV/3000rot/min NC50-32Q12,H18 m AVERSA 2005 nefunctionala
POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
CTS ACTIONARE 3,5KW/0,4KV/3000rot/min AN 80 - 65, Q3Q}H 30 AVERSA 1991 nefunctionla
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AnexaCT 5

GRAD
DE

CcT DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii

POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
CTS ACTIONARE 7KW/0,4KV/3000rot/min AN 80 - 65, Q 30, H 30 AVERSA 1991 nefunctionia
CTS BAZIN COMBUSTIBIL - CLU 20000 | 2001 posibila pb de mediu

INSTALATIE CONTORIZARE ENERGIE TERMICA index la 28.04.09 - 5799,57
CTS SIEMENS TRADUCTOR LUXTEN PTS00 IEC751 1988 nota: lipsa termometru MW - 490973,4 mc index eronat, neverificat

index la data de 23.10.08:
CcTS CONTOR APA ACTARIS D 04X11053907 2 2007 4117,55 index la 28.04.09 - 5332 mc
Contor RU 8471564782, Tip L= ZCAA S,
3 x380/220 V, 5A, 50 Hz, index la
23.10.08: 7884.1 masoara consum
Veolia!!!! Nu se stie unde este index la 28.04.09 - A=1129,7|uzat moral, posibil sa nu fie conform
CTS TABLOU ELECTRIC GENERAL DE DISTRIBUTIE 0,4KV 2008 masura pt CT kW; R=713,9 ?? kWAR normelor
index la 28.04.09 -
@ 65 REGULATOR Pmax 1 bar Pmin 0,4 bar Mecanic=1423596 mc;

CTS RACORD ALIMENTARE GAZE NATURALE Q 250 Nmc/h 0TO GAZ 2003 index la 23.10.08: 332668 Electronic=610729 mc
cTs POST DE REGLARE MASURA GAZE NATURALE =2 bar Psec = 1 bar 0TO GAZ 2003
15 VAS EXPANSIUNE 1500 | 1991 nefunctional
CTS5 tablou electric (langa contor apa) 2 BUCATI dezafectat

Tablou sigurante (langa tabloul general, pt
[ pompe CLU) 1 bucata dezafectat
CI5 tur 1
CTs returl fara masura de temperatura
cTs tur 2 in aceeasi cladire, dar in spatiul geotermie
TS retur 2 in aceeasi cladire, dar in spatiul geotermie fara masura de temperatura

Nota: Exista diferente intre referintele

cazanelor notate pe Placutele de Identificare si
CTS inregistrarile din Caietele Cazanelor
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AnexaCT 6

GRAD
DE
T DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
1. lipsa detector gaze, 2. fara jaluzele de
ventilatie, nici la nivelul solului, nici sus, 3.
lipsa iesirii de securitate, in partea opusa
a6 CLADIRE CENTRALA TERMICA PREFABRICATE 1=50m; I=12m; H=5,40 1988 30 a usii de intrare
76 COS DE FUM H=15m @=650 mm 2002
ae COS DE FUM H=15m @=650 mm 2002
ae CAZAN PAG 25 95/75°C 1,2 Geal/h 60T/h ROTERM 368 2001 30 pierderi in functionare
e CAZAN PAG 25 95/75°C 1,2 Geal/h 60T/h ROTERM 1394 2003 30 lipsa termometru
T6 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 01/2003 AFA PROD CLUJ-NAPOCA 2003 20
a6 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 09/2003 AFA PROD CLUJ-NAPOCA 2003 20
TABLOU ELECTRIC ACTIONARE 2 POMPE
T6 CIRCULATIE 15 kW, 0,4KV ELSACO 2007
POMPA CIRCULATIE MOTOR ELECTRIC
a6 ACTIONARE 15KW/0,4KV/1500rot/min NC 150-125Q 160,H 20 m AVERSA 2004 40 fara manometru aspiratie
POMPA CIRCULATIE MOTOR ELECTRIC
(T 6 ACTIONARE 15KW/0,4KV/1500rot/min CRIS150 Q 200 H 18 AVERSA 2000 40 nefunctionala, fara manometru amonte
POMPA CIRCULATIE MOTOR ELECTRIC
(T6 ACTIONARE 15KW/0,4KV/1500rot/min AN 150 - 125, Q 160, H 15 AVERSA de verificat, fara manometru
TABLOU ELECTRIC STATIE DE TRATARE SI APA
Te ADAOS SCHMIDT 2008
Q5 m?/h, H35 m, 0,55 kw/230V/3000
(Te6 POMPA APA ADAOS rot/min WILO
Q5 m?/h, H 35 m, 0,55 kW/230V/3000
Teé6 POMPA APA ADAOS rot/min WILO
T6 REZERVOARE 20001 2BUC 2008
T6 RECIPIENT TRATARE APA 30 KG NOBEL 2001 a se verifica calitatea apei tratate
Te REZERVOR DE SARAMURA
POMPA APA DE ADAOS MOTOR ELECTRIC
Té6 ACTIONARE 2,2KW/0,4KV/3000rot/min NS50-32Q9,H20m AVERSA 2004 nefunctionala
POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
(T6 ACTIONARE 3,5KW/0,4KV/3000rot/min AN 80 - 65, Q 30, H 30 AVERSA 1991 nefunctionla
POMPA RIDICARE PRESIUNE MOTOR ELECTRIC
(T6 ACTIONARE 7KW/0,4KV/3000rot/min AN 80 - 65,Q 30, H 30 AVERSA 1991 nefunctionla
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AnexaCT 6

GRAD
DE

T DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
CT6 BAZIN COMBUSTIBIL - CLU 20001 2001 nefuctional

INSTALATIE CONTORIZARE ENERGIE TERMICA index la 28.04.09 - 11626,56
cT6 SIEMENS TRADUCTOR LUXTEN PT500 IEC751 1988 MW - 419588,7 mc index eronat, neverificat

index la data de 27.10.08:
Te CONTOR APA ACTARIS D 04X1053902 2007 2090.8 index la 28.04.09 - 2716 mc
RO 84/1564/82 Tip T 2CA43,| index la 28.04.09 - A=5160 |uzat moral, posibil sa nu fie conform
T6 TABLOU ELECTRIC GENERAL DE DISTRIBUTIE 0,4KV 2008 3 x380/220 V, 3 x5A, 50 Hz kW; R=4269 kWAR normelor
index la 28.04.09 -
@ 65 REGULATOR Pmax 1 bar Pmin 0,4 bar Mecanic=1574038 mc;

T6 RACORD ALIMENTARE GAZE NATURALE Q 250 Nmc/h OTO GAZ 2003 index la 27.10.08: 493880 Electronic=864200 mc
e POST DE REGLARE MASURA GAZE NATURALE  |Pi=2 bar Psec=1bar OTO GAZ 2003
76 VAS EXPANSIUNE 1500 | 1988 nefunctional
Te tur 1 fara masura de temperatura
T6 retur 1 fara masura de temperatura
CT6 tur 2 in aceeasi cladire, dar in spatiul geotermie fara masura de temperatura
(T6 retur 2 in aceeasi cladire, dar in spatiul geotermie fara masura de temperatura
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AnexaCT7

GRAD
DE
cT DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
1. lipsa detector gaze, 2. fara jaluzele de
ventilatie, nici la nivelul solului, nici sus, 3.
lipsa iesirii de securitate, in partea opusa
1?7 CLADIRE CENTRALA TERMICA PREFABRICATE I=50m; I=12m; H=5,40 2000 30 a usii de intrare
(i COS DE FUM H=15m @=450 mm 1997
numai cu 2 termostate - reglaj ardere tot
CT7 CAZAN PAG 25 95/75 1,2 Geal/h 60T/h ROTERM 1392 2003 30 sau nimic, lipsa termometru
numai cu 2 termostate - reglaj ardere tot
17 CAZAN PAG 25 95/75 1,2 Geal/h 60T/h ROTERM 366 2001 30 sau nimic, lipsa termometru
cu un singur nivel pentru debitul de gaze
cT7 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 14/2003 AFA PROD CLUJ-NAPOCA 2003 (pornit cu debit maxim sau oprit)
cu un singur nivel pentru debitul de gaze
c17 ARZATOR GAZE NATURALE ACG 1255-01 SERIE 15/2003 AFA PROD CLUJ-NAPOCA 2003 (pornit cu debit maxim sau oprit)
TABLOU ELECTRIC ACTIONARE 2 POMPE
cr7 CIRCULATIE 15 kw, 0,4KV ELSACO 2007
POMPA CIRCULATIE MOTOR ELECTRIC
7 ACTIONARE 2,5KW/0,4KV/1500rot/min NC-150 20mH20 60 m*/h AVERSA 2005 20
POMPA CIRCULATIE MOTOR ELECTRIC
cT7 ACTIONARE 2,5KW/0,4KV/1500rot/min NC-150 20mH20 60 m?®/h AVERSA 2005 20
TABLOU ELECTRIC STATIE DE TRATARE SI APA
cT7 ADAQS SCHMIDT 2008
Q5 m*/h, H 35 m, 0,55 kW/230V/3000
7 POMPA APA ADAOS rot/min WILO
Q5 m*/h, H 35 m, 0,55 kW/230V/3000
CT7 POMPA APA ADAOS rot/min WILO
CT.7 REZERVOARE 20001 1BUC 2008
CcT7 REZERVOR DE SARAMURA lipsa
7 RECIPIENT TRATARE APA 30KG NOBEL 2001 lipsa
INSTALATIE CONTORIZARE ENERGIE TERMICA index la 28.04.09 - 22,11
CcT7 SIEMENS TRADUCTOR ACTARIS PT500 IEC751 2005 MW - 318511 mc index eronat, neverificat
cT7 CONTOR APA ACTARIS D 04X11053907 2005 index la 24.10.08: 4521 |index la 28.04.09 - 10051 mc
RO 84/1564/82 Tip T 2CA43,| index la 28.04.09 - 261253 |uzat moral, posibil sa nu fie conform
cT7 TABLOU ELECTRIC GENERAL DE DISTRIBUTIE 0,4KV N 1993 3 x380/220 V, 3 x5A, 50 Hz kw normelor
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AnexaCT 7

GRAD
DE
CT DENUMIRE MIJLOC FIX CARACTERISTICI PRODUCATOR AN PIF UZURA Observatii
index la 28.04.09 -
$100 REGULATOR Pmax 1 bar Pmin 0,4 Mecanic=413410 mc;
CT7 RACORD ALIMENTARE GAZE NATURALE bar Q250 Nmc/h OTO GAZ 2005 index la 25.10.08: 138009 Electronic=276029 mc
CcT7 IPOST DE REGLARE MASURA GAZE NATURALE iPi =2 bar Psec =1bar OTO GAZ 2003
Q = 12000 m*/h; H=300 mm CA; 0,4 KV; 5
CT.2 VENTILATOR CENTRIFUGAL Kw AIR DE FRACE 2005 extragere gaze ardere, nu functioneaza
Cra COMPRESOR ECR 350 6 bar 1995 nu exista
CcT7 BOILER 5000 L 1995 rezervor acc nu functioneaza
CT7 tur 1 fara masura de temperatura
CT7 returl fara masura de temperatura
4 - \
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